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Shure Network Audio Encrypt ion

Shure has considered the unique security needs of 
our customers and developed technology to safegu-
ard content without compromising audio quality. When 
using Microflex Advance together with the P300 Au-
dio Conferencing Processor and selected Shure Audio 
Network Interfaces, Shure Network Audio Encryption 
with AES-256 encryption technology can be enabled 
to protect confidential content. With Shure Network 
Audio Encryption enabled, Dante audio is encrypted 
prior to being sent over the network to another Dante 

device which supports Shure Network Audio Encryp-
tion, where it is decrypted and forwarded for Intell i-
Mix® DSP processing or analog conversion. While the 
AES-256 encryption standard has been widely adopted 
and used worldwide by leading financial institutions, 
Government bodies and Health Care Services, we take 
security seriously and understand that you may not be 
able to achieve 100 per cent secure Dante audio. Ho-
wever, Shure Network Audio Encryption is one of the 
most secure form of transmission available.

USB Audio Network Interface with Matrix Mixing 
ANIUSB-MATRIX

The ANIUSB-MATRIX Audio Network Interface provides a versatile hub for collaboration in small 
to medium-size meeting rooms, suitable for both room video conference systems and soft codec 
solutions. The device presents a budget-friendly companion to Microflex Advance microphones, 
for AV conferencing applications that leverage the integrated processing functionality of existing video 
codecs in the room.

Features
 – 4 Dante audio inputs / 2 outputs
 – 1 analog audio input / 1 output
 – USB 2.0
 – 6 X 4 Matrix Mixer
 – Per channel Equalizer, Mute, Limiter, Gain 

 – Browser-based remote control
 – Single Ethernet connectivity
 – 10 configuration presets
 – Third-party control system compatible
 – Power over Ethernet (PoE)



Wired or wireless, analog or digital, Shure components work 

together as an ecosystem of enterprise-scale microphone 

solutions for managed AV conferencing environments.

SHURE NETWORKED SYSTEMS
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Connectivity
DanteTM PoE

Networkable Microphones
Ceiling Array Microphone | MXA910
Table Array Microphone | MXA310

Both Arrays Feature
 – Shure DSP Util it ies
 – Single Ethernet Cable Connectivity
 – Dante Audio Networking
 – Software-based ConfigurationTemplates 
 – 10 Configuration Presets
 – Browser-based Remote Control 
 – Third-party control string compatible
 – Commshield® RF Immunity
 – Black, White & Aluminum Finishes
 – AES67 network audio streaming (910 only)

Microflex® Advance™ 
MXA

Both Microf lex Advance array 
microphones are fu l ly  d ig i ta l  for
networked set-up, management
and contro l  on Dante™ networks.



Audio Network Inter faces
ANI4IN and ANI4OUT

ANI4IN can bring up to four analog wired microphones, including Microflex boundary and 
gooseneck models onto a Dante network for easy audio routing and convenient browser-based 
remote control. ANI4OUT provides 4 analog outputs and easily integrates with Microflex® Ad-
vance™ or Microflex® Wireless microphones that are connected to a network switch via Dante.   

Audio Network Inter face
ANI22

The ANI22 can bring up to two line / mic signals onto or from a Dante network for easy audio routing 
and convenient browser-based remote control. ANI22 provides all the same feature as the ANI4, but 
offers 2 input channels and 2 output channels in one interface which makes it ideal for smaller rooms 
with a lower channel counts. It easily integrates with Microflex® Advance™ and Microflex® Wireless 
Systems that are connected to a network switch via Dante.

Front Panels
Common LED signals for ANI Input & 
Output devices
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Features
 – Browser-based remote control
 – Logic Pin state settings (ANI4IN-BLOCK)
 – Single Ethernet connectivity
 – Shure Network Audio Encryption
 – 10 configuration presets

 – Third-party control system compatible
 – XLR and Block connectivity
 – Power over Ethernet (PoE)
 – Audio Summing
 – Per Channel 4-Band Parametric Equalization

Features
 –  2 input and 2 output channels in one interface 
 –  Browser-based remote control
 –  Logic Pin state settings (ANI22-BLOCK)
 – Single Ethernet connectivity
 –  Shure Network Audio Encryption
 –  10 configuration presets

 – Third-party control system compatible
 – XLR and Block connectivity
 – Power over Ethernet (PoE)
 – Audio Summing
 – Per Channel 4-Band Parametric Equalization

ANI: Inputs
4-Channel Dante™ Mic/Line Audio Network Interface 
with XLR or Block Inputs

ANI: Outputs
4-Channel Dante™ Mic/Line Audio Network Interface 
with XLR or Block Outputs



Dante Audio Networking enables delivery of low-latency, 

multi-channel, uncompressed digital audio over a standard 

Ethernet network.

              ENABLED & 
COMPATIBLE MICROPHONES

Microflex® Wireless
MXW

Microf lex® Wire less provides a select ion of  versat i le  wire less microphones that  del iver 
h igh-qual i ty  audio in AV conferencing environments f rom custom boardrooms to networked 
enterpr ises.

 – Handheld,  bodypack, boundary and gooseneck transmit ters 
 – Shure rechargeable bat ter ies,  docking stat ion,  and USB chargers
 – Remote moni tor ing and contro l  
 – Automated frequency coordinat ion 
 – AES-256 encrypt ion
 – CommShield® Technology guards against  unwanted radio inter ference
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Connectivity
DanteTM PoE

Networkable Wireless Systems
Networked Charging Stations  
MXWNCS2 / MXWNCS4 / MXWNCS8
2-, 4- and 8-Channel Access Point Transceivers 
MXWAPT2 / MXWAPT4 / MXWAPT8



Networking Devices
MXWANI4 |  MXWANI8 |  SCM820

Existing Shure Dante-compatible interface devices can provide network connectivity for any 
Microflex Advance conferencing solution.

Microf lex®

MX

Microf lex wired microphones feature the highest  s tandard of  qual i ty  and ef f ic iency for 
insta l led audio appl icat ions.  

Network Compatible Microphones
Low Profile Boundary Microphone | MX395
Multi-Element Boundary Microphone | MX396
Boundary Microphone | MX392B/E

SCM820
8-Channel Digital Intell iMix® Automatic Mixer
SCM820 provides Dante connectivity and versatile configuration options.

Microflex Wireless
4- and 8-Channel Audio Network Interfaces 
MXWANI4 / MXWANI8

Connectivity
XLR / Block

Via
ANI

21



MXA910 Ceiling Array Microphones are designed for suspensi-

on, pole and flush mounting in metric or imperial formats. 

MXA310 Table Array Microphones feature through-the-table 

mounting kits. The A310-FM mounting accessory also allows 

flush mounting in a table. Audio Network Interfaces are 1/3 

rack mountable and can also be mounted under-the-table or on 

a wall.

INSTALLATION SOLUTIONS

Integrated Vibration Isolation
Prevents transmission of mechanical 
noise through the microphone. 

Plenum-Rated
UL 2043 suitable for air handling 
spaces and plenum compliant when 
used with supplied 
Fyre Wrap® accessory. 

Available Ceiling Adapters & 
Accessories
A910-25MM
Confi gures a 600 mm Ceiling Array 
for a 625 mm grid.

A910-JB
Allows the Ethernet cable connected 
to the array to be installed inside fl ex 
conduit.

A910-HCM Hard Ceiling Mount
Can be pre-installed in the ceiling 
and the MXA910 installed later using 
the access door. Provides knockouts 
for conduit connections. 

VESA-format pole mountSuspension mount

Flush mount installation 
in ceiling ti le grid

Flush mount installation in drywall or 
hard ceiling with A910-HCM accessory
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Table Array Mounting Kit (included)
Cable management solutions for on-the-table or through-
the-table applications; includes mounting tube/wingnut.

MXA310 retrofi ts existing Shure table mounted MX395, MX396, 
MX392 boundary microphones.

A310-FM Flush Mount (optional)
Allows MXA310 Table Array to be mounted fl ush 
in the table; includes rubber isolation to prevent 
mechanical vibrations. 

A310-FM available in 
black and aluminum 
fi nishes; paintable to 
match table surface.

ANI Bracket (included)
Mounts a single ANI under 
a table or on a wall.

CRT1 ANI Bracket (optional)
Mounts up to 3 ANIs under a table, on a wall, or in a rack.
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Expressive Finishes
Ceil ing and Table Array microphones are available in black, white and aluminum finishes to match 
room aesthetics or the finishes of other AV system components. The Ceil ing Array microphone can 
also be custom-painted to fit your environment.
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